
Industrial Thermal 
Label Printer
Model : WTPTM2408E

WTPTM2408E Industrial Thermal Label Printer engineered for high volume label 
printing. This label printer features high print speeds of up to 203 mm (8 inches) 
per second, heavy duty die cast aluminium design, large 450 m ribbon capacity 
and a range of interface options.

FEATURES

 • thermal direct or thermal transfer label printing
 • 203 dpi print resolution
 • LCD display with 3 button menus 
 • large ribbon capacity
 • RS232, USB and Ethernet Interface 
 • 1D and 2D barcode printing 
 • gap transmissive sensor (position adjustable)
 • black mark reflective sensor (position adjustable)
 • head open sensor
 • ribbon end sensor
 • compatible for use with; continuous, die-cut, fan-fold, tag, 

notched, black mark, perforated (outside wound) media types
 • Bartender Ultralite label design software
 • options include; peel and rewind kits, parallel comms, WiFi, label 

cutter, external label rewinder

SPECIFICATIONS

Model Number Print Resolution Max Print Speed Max Print Width Overall Dimensions (mm)

WTPTM2408E 203 dpi 203 mm / second 108 mm 250 (W) x 418 (D) x 263 (H)
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Refer to page 2 for additional specifications and options



SPECIFICATIONS

Industrial Thermal Label Printer
Model: WTPTM2408E

Print Method - Direct Thermal Yes 

Print Method - Thermal Transfer Yes

Printer Type Industrial

Print Head Type Flat Head

Maximum Print Speed 203 mm (8 inches) per second

Maximum Print Width 108 mm (4 inches)

Maximum Label Width 114 mm

Maximum Label Roll Size 208 mm OD

Maximum Ribbon Length 450 m or 81 mm OD

Maximum Ribbon Width 112 mm

Ribbon Wind Direction Inside  or  Outside

Ribbon Core Size 25 mm (1 inch)

Communication Type:
   Parallel
   Serial
   USB
   Ethernet
   WiFi
   Bluetooth

Additional option
Yes
Yes 
Yes
Additional Option
No

Bartender Ultralite Yes

Peel & Present Additional Option

Internal Rewinder Additional Option

Overall Dimensions (mm) 250 (W) x 418 (D) x 263 (H)

Net Weight 11 kg
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OPTIONS & SPARE PARTS CODES

Order Code Description

GY0470 Peel Kit (requires rewind kit GY0471)

GY0471 Rewind Kit

GY0474 Parallel Kit

GY0475 WiFi Module

GY0476 Guillotine Cutter 0.2 mm

BL0606 Thermal Printhead Cleaning Kit

RD5929 Standalone Label Rewinder


